
Specification

1. Chip Brand: Alien
2. Chip Model: Alien Higgs™-3 (H3)
3. Frequency: 860～960Mhz
4. Protocol: ISO18000-6C & EPC Class1 Gen2
5. Higgs™-3 IC with 800-bits of Nonvolatile Memory

– 32-bit TID
– 64-bit Unique TID
– 96-bit EPC Memory, extensible to 480-bits
– 512-bit User Memory
– 32-bit Access passwor
– 32-bit Kill password
6. Reading Range: 3~10m(depends on Reader and working environment)
7. Data endurance: >10 years
8. Antenna substrate: PET
9. Antenna size: 27*9.7,22.5*22.5, 70*17, 94*8.15, 12*9(mm / Optional )
10. Label size:  50*18, 50*30.5, 80*25,98*18, 50*18(mm / Optional )

Related :
UHF RFID label, UHF RFID tag, UHF RFID card, UHF ABS tag, UHF hang tags, UHF

package tags, UHF package labels,UHF shipping labels, UHF asset

 management tags UHF file folder labels, UHF laundry tag, UHF dry 

inlay, UHF wet inlay, UHF windshield label, UHF smart card, UHF tracking 

label, UHF RFID sticker, UHF Packing card, UHF Trafic tag , UHF logistic 

management card , UHF access control tag, UHF washing tag , UHF car 

windshield label,RFID Tags.


